
CONSTRUCTION

For use in fixed installations in industrial areas, buildings and similar applications.

Conductors: annealed copper solid class 1(RE), circular or circular compacted 
stranded conductor class 2 (RM) or stranded sector – shaped 
conductor class 2 (SM) acc. to BS EN 60228

Insulation: cross-linked polyethylene XLPE type GP8 acc. to BS 7655-1.3

Bedding: PVC compound

Armour: single layer of aluminium wires applied spirally over the bedding 
(AWA)

Sheath: black PVC compound Type 9 acc. to BS 7655-4.2

APPLICATIONS

CHARACTERISTICS

Standard length cable packing 500 or 1000m on drums.  
Other forms of packing and delivery are available on request

XLPE/PVC/AWA/PVC 
600/1000V 
BS5467  ————————————————————————————

XLPE insulated, PVC sheathed, round wire armoured cables

Colour of sheath:  black 

Core identification:  
Other colors available at customer request

1-core: brown or blue

Maximum conductor operating temperature: +90°C

Lowest ambient temperature for fixed installation: -30°C

Lowest installation temperature: 0°C

Maximum short-circuit conductor temperature: +250°C 

Minimum bending radius: 6 x D for cables with circular 
copper conductors 

D – overall diameter of the cable

Test voltage: 3,5kV 



Flame retardant: BS EN 60332-1-2

Fire performance

Technical and Electrical Characteristic
Number and cross-
sectional area of 
conductor

Approximate overall 
diameter

Approximate net 
weight 
of cables

Maximum conductor 
resistance  at 
temperature 20°C

Maximum armour 
resistance  
at 20°C

n x mm2 mm kg/km Ω/km Ω/km

1x150RM 26 1820 0,124 0,42

1x185RM 28,1 2219 0,0991 0,38

1x240RM 30,8 2784 0,0754 0,34

1x300RM 33 3401 0,0601 0,31

1x400RM 37,5 4423 0,047 0,22

1x500RM 41,3 5547 0,0366 0,2

1x630RM 45,7 6937 0,0283 0,18

1x800RM 52,6 8896 0,0221 0,13

1x1000RM 56,3 10865 0,0176 0,12

The information contained in this document, including the tables and drawings, are provided for illustrative purposes 
only and not a commercial offer; nor may it constitute the basis for pursuing any claim against TELE-FONIKA 
KABLE SA. The suitability of any product including properties, should be made by a qualified person; having already 
gained the appropriate permissions and documentation, to ensure compliance with any applicable law or regulation.


